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manufacturer’s designator, authorized
by the Commission on the station au-
thorization, at the beginning and end-
ing of each transmission and once
every 15 minutes during periods of con-
tinuing operation. The designator shall
be transmitted in International Morse
Code at a speed not exceeding 25 words
per minute, and the spread spectrum
mode of operation shall be maintained
while the designator is being trans-
mitted. The identifying signal shall be
clearly receivable in the demodulated
audio of a narrow-band FM receiver.

(d) General exemptions. A station need
not transmit identification if:

(1) It is a mobile station operating on
the transmitting frequency of the asso-
ciated base station.

(2) It is a mobile station in the Public
Safety Pool using F1E or G1E emission.

(3) It is transmitting for telemetering
purposes or for the activation of de-
vices which are employed solely as a
means of attracting attention, or for
remote control purposes, or which is
retransmitting by self-actuating
means, a radio signal received from an-
other radio station or stations.

(4) It is any type of radiopositioning
or radar station authorized in a service
other than the Radiolocation Service.

(5) It is used solely for automatic ve-
hicle monitoring or location.

(6) It is a paging station authorized
in accordance with the provisions of
§ 90.20(a)(2)(v).

(7) It is a mobile station employing
non-voice emissions and the associated
base station identifies on behalf of the
mobile unit(s).

(8) It is a base or mobile station in
the 220–222 MHz band authorized to op-
erate on a nationwide basis in accord-
ance with subpart T of this part.

(9) It is a wireless microphone station
operating in accordance with the provi-
sions of § 90.265(b).

(e) Special provisions for stations li-
censed under this part that are classi-
fied as CMRS providers under part 20 of
this chapter.

(1) Station identification will not be
required for 929–930 MHz nationwide
paging licensees or MTA or EA-based
SMR licensees. All other CMRS sta-
tions will be required to comply with
the station identification requirements
of this paragraph.

(2) CMRS stations subject to a sta-
tion identification requirement will be
permitted to use a single call sign for
commonly owned facilities that are op-
erated as part of a single system. The
call sign must be transmitted each
hour within five minutes of the hour,
or upon completion of the first trans-
mission after the hour.

(3) CMRS stations granted exclusive
channels may transmit their call signs
digitally. The station licensee must
provide the Commission with informa-
tion sufficient to decode the digital
transmission to ascertain the trans-
mitted call sign.

[43 FR 54791, Nov. 22, 1978]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 90.425, see the List of CFR
Sections Affected in the Finding Aids sec-
tion of this volume.

§ 90.427 Precautions against unauthor-
ized operation.

(a) Each transmitter shall be so in-
stalled and protected that it is not ac-
cessible to or capable of operation by
persons other than those duly author-
ized by and under the control of the li-
censee. Provisions of this part author-
izing certain unlicensed persons to op-
erate stations, or authorizing unat-
tended operation of stations in certain
circumstances, shall not be construed
to change or diminish in any respect
the responsibility of station licensees
to maintain control over the stations
licensed to them (including all trans-
mitter units thereof), or for the proper
functioning and operation of those sta-
tions and transmitter units in accord-
ance with the terms of the licenses of
those stations.

(b) Except for frequencies used in ac-
cordance with § 90.417, no person shall
program into a transmitter frequencies
for which the licensee using the trans-
mitter is not authorized.

[43 FR 54791, Nov. 22, 1978, as amended at 52
FR 47570, Dec. 15, 1987]

§ 90.429 Control point and dispatch
point requirements.

(a) Control point required. Unless per-
mitted to be operated on an unattended
basis, each station shall be provided
with a control point;
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